
Lightweight - 1050 kgs.

Fits standard door openings.

 Tough rubber crawler base. 

SAMPLING RIG TEC10.2 

Lightweight Sampling Rig DPSH / DPH / SPT
tecopsa.com 



Applications 
Standard penetration tests (SPT)

Dynamic super heavy probes (DPSH) 
Dynamic heavy probes (DPH) 

Soil sampling with percussive core barrels 
Installation of gas /water monitoring wells 
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Soil testing in environmental and geotechnical applications. 



Technical details 

Engine  

HATZ 1D90 

Power 10.5 Kw(15HP) 

Cylinders no. 1 

Emissions Tier 3 / stage3A 

Speed 2800 

Electrical system 12 Volt. 

Hydraulic System

Main pump 16+16 lts/min 

Secondary pump / 12.5 lts/min. 

Operating pressure / 180 bar 

Tank capacity 35 lts. 

Drill Mast 

Pull up system Direct push . 

Tiro 4500 Kgs. 

Stroke 1650mm 

Automatic hammer 63.5 kgs. (50 Kgs– option) 

Frequency (bpm) 0-30

Crawlers

Width 800mm. 

Length 1250mm 

Shoess Rubber / Goma 

Climbing ability 20% 
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Rotary head  for coring / 

1º/+PTO 2º/+PTO 3º/+PTO 4º/+PTO 5º/+PTO 

Torque (Nm) 240 300 380 480 550 

Speed Rpm 150/330 130/300 100/240 85/190 68/150 

Swivel 1” 
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Rod centraliser

Diameter 0-130mm
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Transport dimensions 

Drilling dimensions 
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