
Lightweight 1450 kgs

Fits standard door openings

Tough rubber crawler base radio remote controlled 

CRAWLER DRILL TEC15 

Lightweight sampling drill

tecopsa.com 



New designed TEC series to perform sample and rotary/auger drill with same rig.  

Can be  transported on standard vans. Rubber tracks, hydraulic jacks for proper levelling at 
site. Unsurpassable and simple hydraulic device to shift between SPT-rotary head and mast 
rod extractor. 15 ton Casing extractor included.  
Nuevo diseño de la conocida serie TEC, para realizar ensayos de penetracion dinámica, 
muestra inalterada y sondeos a rotación y  elice continua. Puede transportarse en furgonetas 
estandar. Insuperable sistema hidraulico de cambio entre SPT-cabezal de rotación y extrac-
tor de mástil. Extractor de revestimiento de 15 ton incluido.  

Optionals: 
Water pump 40lts/min@40 bar 

Winch 500 kg
CE Safety cage 
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Applications:
Standard penetration test –SPT 

Soil sampling with percussive core barrels 
Rotary drilling, auger drilling 

Lightweight sampling drill 



Technical details 

Engine  

Kubota D902 /V1505 

Power  17.5 Kw(25HP) / 26 Kw (36 HP. 

Cylinders Nº 3/4 

Emissions Tier 3 / stage3A 

Speed  2800 

Electrical system  12 Volt 

Hydraulic system  

Main pump  60 lts/min 

Secondary pump  28 lts/min 

Operating pressure  180/220 bar 

Tank capacity 60 lts 

Drill Mast  

Pull up system Direct push or reductor and hydraulic motor  

Pull 3500 - 1500 Kgs // 1250 kgs-1250 kgs 

Stroke 1650mm 

Carwlers 

Width  800mm. 

Length  1250mm 

Shoes  Rubber / Goma 

Climbing ability  20% 
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Lightweight sampling drill  

Rotary head  2 speed // Cabezal de rotacion 2 velocidades. 

1º 2º 3º 4º 5º 

Torque (Nm) 450/900 550/1100 650/1300 850/1700 900/1800 

Speed Rpm 280 /220 220/110 180/90 170/70 110/55 

Swivel  1” 



Transport dimensions 
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     Lightweight sampling drill  

WEIGHT: 1450 KGS. 



Drilling dimensions 
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        Lightweight sampling drill 

* Working heigth with reductor
and orbit motor pull up =
2.850mm

* 

Automatic SPT hammer with 
total stroke 1650mm 
Martilo SPT con carrera total 
1650mm 

Automatic SPT hammer with total stroke 
50 % stroke 800mm. 
Martillo SPT con carrera 50% 800mm 
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