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w@m Transport for London Product Registration
& London Underground Certificate

Printed on: 07 Feb 2013

Registration No. 407

Title Demco Terraline (carrier) & Terradrain (collector) track & off track drainage pipe systems
Status Authorised For Use

Supersedes ProductID N/A

Superseded By ProductID N/A

Date Authorised for Use 21 Jul 2010

Primary Use Track drainage and UTX systems

Additional Info/lKeyWords PE8O solid wall polyethylene to DIN 8074 & DIN 8075 flush push fit jointed c/w o' ring. In two wall
thickness to allow shallow installations, SDR11 & SDR17.6 all Terraline installation are determined
from site specific calculations in accordance with the requirements of BS EN 1295 structural
design of buried pipelines under various conditions of loading.

Classification Hierarchy Civil
Manufactured By Marton Geotechnical Services Ltd (MGS) (Version/PartNo: ATDV (collector) & ATLV (carrier))

Requirements = S ——
| ReqgID Requirement Status Trial .
Norecordstodisplay. . |
_Conditions S —— S e :
' Description Linked Toi
| rip! ReqID|
| In sub-surface locations the terms and requirements set out in concession CR03303 apply. The concession can be .
| downlaaded from the evidence section. i |
_Evidence e e S S G~ S~~~ =
[ o ; . Linked To|
I EvidenceText EvidenceType FileName RquDi
Handling and transportation Copy of HANDLINGDOC- !
requirements 0303 rail.pdf
Installation Instructions / : : |
Guidelines Demco bedding detail. pdf |
Link Up certficate :
Other 2010, pdf |
Other 1SO 9001-2008 cert.tif. pdf ;
Concession request for use of the drainage product in covered Consikation CRO3003 GWC. pdf |

| areas (previously known as Section 12 areas).

Refer to Web site www.lu-apr.co.uk to check current status, download attachments and for details of other products.
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