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Photoboards

Applications
•  Trial pit logging
•  Rotary core logging
•  Line sample logging
•  Laboratory sample logging

Features
• Bespoke company branding & contact information
• Clear and concise labelling including but not limited to:

Project Name, Project Number, Hole Number, Box/Sample Number, Depth From and To, and Date.
• Graduated 10mm scales
• Full colour comparison chart
• Made from durable, weather-proof material
• Wipe-clean surface for immediate and consistent re-use

Developed in partnership with Equipe, our 
Photoboards meet the sample and core logging 
requirements of the most demanding projects - no 
matter the weather and whatever the on-site 
conditions.

Our bespoke, durable and aesthetically pleasing 
On-Site Photoboards not only cover all labelling 
bases for photographing core and soil samples, but 
look great in doing so. 

All of our Photoboards include graduated 10mm 
scales, clearly legible markers, labels and colour 
reference charts – fulfilling all requirements for 
reference boards for exploratory hole 
documentation.

The boards are entirely customisable with your 
company branding, including logo, colours, fonts 
and contact details.

Entirely custom-sized boards are available on 
request.

Board Variety

Laboratory

Trial Pit

1m

1.5m

1m Rhino

1.5m Rhino (Single)

1.5m Rhino (Double)

Width (mm)

420

600

1050

1550

1130

1650

1650

Height (mm)

297

410

375

300

565

380

565


